Part 1 – General
1.01 SECTION INCLUDES	
A. Room Identification Signs
1.02 SUBMITTALS
A. Supplier must be in business for minimum of 2 years making comparable products and able to provide references upon request.
B. Manufacturer’s descriptive literature to include color selection.
C. Shop drawings with letter style, general layout for each sign type, with sizes, edge and corner treatment, and mounting methods shown.
D. Submit one sample illustrating methods of raised symbols and copy as required per
ADA (Americans with Disabilities Act 1990) and 
ANSI A117.1-1986.
1.03 QUALITY ASSURANCE
A. Americans with Disabilities Act ( ADA )
B. Texas Accessibility Standards ( TAS)

Part 2 – Products
2.01 Manufacturer shall provide raised/ laminate signs of one/two tone laminate (WilsonArt), VisiTouch/CCSW Accent Series, per details.
Raised messages shall consist of construction containing the following:
A. Raised tactile grade 2 Braille shall be integral with the sign face and be raised 1/32”. Glass or metallic rasters to have .059 surface diameters with body of sphere pressure secured below face laminate. Glued on dots will NOT be acceptable.
B. Raised symbols shall be 3” high, raised 1/32” from sign face and unitized with the acrylic sign core.
C. All raised lettering shall be 5/8” high (min), raised 1/32” and be integral with the sign face; letter style to be Helvetica Medium; Helvetica Regular Condensed (all upper case).
D. All copy(lettering, numbering & symbols) shall have a contrast with their background and have an eggshell matte finish.
2.02 Sign face and back shall be of a current WilsonArt, Nevemar, or Formica laminate with a core of 1/8” or ¼” acrylic as required. Edges shall be painted to match face color or a contrasting color as selected.
2.03 Suppliers:  As provided and installed by National Signage Affiliates, call 800.322.4515

Part 3 – Execution
3.01 Installation Shall Be by means of double sided tape and silicone, installed within 60” of finished floor to center of sign on the wall adjacent to the latch side of the door. Where there is no wall space, including double leaf doors, sign shall be placed on the nearest adjacent wall.
